
 
 
 

 

 
THALES LAS FRANCE SAS - SURFACE 
RADAR  
2, Avenue Gay Lussac  
78990 Elancourt FRANCE  
Tel : +33 (0)1 34 81 60 00  
www.thalesgroup.com 

 
PROCESS / SUPPLIER QUALIFICATION 

Manufacturing Readiness Level : 
MRL7* 

 

 
REF :  
63327248 / 63327249 /63327250 
63557872 /63557873/ 63558451 
 

 

 
CHASSINT Peinture  
Pechigou  
46100 - Beduer - FRANCE  
Tel : +33 (0)5 65 40 08 38 

 
 Supplier code  
(e-ACQ)  

184715T  
 

Techno-code (e-ACQ):  
T427039 

Classic paint system 
 

Revision: 001 

 

Process types Thales process specifications 
Paint – Solvanted Paint Technologie ‘classic’ – System DT211SC/DT612SC 64003308-024 FR/UK (-C) 
Paint - High viscosity Paint Technology (Navy, antierosion elastomer) 
Navy paint; Interthane 990 64003431-024 FR/UK (-C) 

 

Scope 
Process / Material Gamme peinture SRM 00001 (ind A) 

 

Gamme peinture SRM 00002 (ind A) 
 

Gamme peinture SRM 00003 (ind A) 
 

Gamme SRM 00004 (ind A) - sur OAS / Al 5000 
 

Gamme SRM 00005 (ind A) - sur OAS / Al 6000 
 

Gamme SRM 00006 (ind A) - sur OAS / Al 5000 
 

Gamme peinture SRM 00007 (ind A) (Sur AW-6000 + PSA + REDUX112) 
 

Gamme peinture SRM 00008 (ind A) (Sur AW-5000 + PSA + REDUX112) 
 

Capacité ligne de production : 6160x3640x2800 
 

Remark  
Use limits 

Paint - DERIVERY "DT211SC / DT612SC series" On Aluminium alloy (Series 5000, 6000) with CCC Cr3+ 
corrosion 
 

Paint - DERIVERY "DT211SC / DT612SC series" On Stainless steel alloy (austenitic and martensitic) with 
nitric passivation 
 

Paint - DERIVERY "DT211SC / DT612SC series" On steel alloy with Sandblasting (media Scorex SC250) 
 

Paint - DERIVERY "DT211SC / DT612SC series" Only on aluminium alloys (series 5000 & 6000) with SAA 
on alu 
 

Paint -International Paint "Intergard269 / Intershield 300 / Interthane 990 & 870 series" Only on 
aluminium alloys (series 5000) with SAA on alu 
 

Paint - DERIVERY "DT211SC / DT612SC series" On Aluminium alloy (Series 5000, 6000) with PSA + 
REDUIX 112 

 


